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Power on

Pump on

Restart








Power on

Pump on

Restart
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Pump on
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h1
h2

n2
n1

a
d

m2
m1

L2
L1

B
S

1

220 ~ 230

220 ~ 230

220 ~ 230

220 ~ 230

1.5 ~ 2.0

1.5 ~ 2.0

1.5 ~ 2.0

1.5 ~ 2.0

38.5

45.0

52.0

67.9

CMCH-505S

CMCH-655S

CMCH-755S

CMCH-905S

CMCH-505S

CMCH-655S

CMCH-755S

CMCH-905S

MAXIMUM
HEAD

(m)

15.4

15.9

19.9

19.9

WEIGHT
(kg)

START UP
PRESSURE

(Bar)

BS2

a

204.3

232.8

204.3

232.8

d

410.2

438.7

429.4

457.9

h1

167

167

167

167

h2

405.7

405.7

405.7

405.7

n1

231

231

231

231

n2

216

216

216

216

m1

380

380

380

380

m2

336

336

336

336

L1

30.2

59.0

30.2

59.0

L2

52.2

81.0

52.2

81.0

X

10

10

10

10

Z

7

7

7

7




 



























 

220 ~ 230

220 ~ 230

220 ~ 230

220 ~ 230

220 ~ 230























 



















































































  

 

 

 





















































